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SPECIAL NOTE

1.Warning! Unauthorized modification and/or use of unapproved parts may result in serious injury or death. Under no 
circumstances shall the design of the machine be modified without the permission of the manufacturer. If this product 
appears to have been altered by others, do not alter or use it again. Do not use faulty machines. Always use original 
accessories.
2. The safe distance of the ring saw is 15 meters. Make sure the work area is free of animals and bystanders. Clear the floor 
and stand firmly before you begin cutting.
3.When cutting the wall, the flush water should be as large as possible, in order to discharge slag and cool down, and it 
is strictly prohibited to use no water.
4.Because the high-frequency ring saw needs a strong current power, usually the cable used when working is relatively 
long, be sure to use more than 4.0 square cable. (Please connect the circuit with no less than 25A).
5.The plug of the power tool must match the socket. The plug must never be modified in any way. Power tools that need 
to be grounded cannot use any adapter plugs. Unmodified plugs and matching sockets will reduce the risk of electric 
shock.
6. Do not expose power tools to rain or wet environment. Water entering power tools will increase the risk of electric 
shock.
7.Do not abuse the cable. Never use wires to handle, pull, or unplug power tools. Keep wires away from heat, oil, sharp 
edges, or moving parts. Damaged or entangled cords increase the risk of shock.
8.When using power tools outdoors, use an external cord suitable for outdoor use. Flexible cords suitable for outdoor use 
will reduce the risk of electric shock.
9.If the operation of power tools in a humid environment is unavoidable, residual current action protector (RCD) should 
be used. Using RCD reduces the risk of electric shock.  
10.Stay alert, when operating power tools to pay attention to the operation and stay awake. Do not operate power tools 
when you are feeling tired, or when you are having a reaction to drugs, alcohol, or treatment. Momentary negligence in 
the operation of power tools can result in serious personal safety.
11.Use personal protective devices. Always wear safety goggles. Safety devices, such as dust masks, non-slip safety 
shoes, hard hats, hearing protection and other devices used under appropriate conditions can reduce personal injury.
12.  . Prevent accidental start. Make sure the switch is in the off position when connecting the power supply and/or battery 
box, picking up or handling tools. Placing a finger on a plugged on/off switch or on a switch can be dangerous.
13.Before the power tool is switched on, remove all adjustment keys or wrenches. A wrench or key left on a rotating part 
of a power tool can cause personal injury.
14.Don't stretch your hands too long. Always pay attention to your footing and balance. This allows for good control of 
power tools in case of accidents.
15.Dress appropriately. Don't wear loose clothing or jewelry. Keep your clothes, gloves, and hair away from moving parts. 
Loose clothing, accessories, or long hair can get caught up in moving parts.
16.If devices are provided for connection with chip removal and dust collection equipment, ensure that they are properly 
connected and used. The use of these devices reduces the risk of dust.
17.Do not abuse power tools, according to the use of appropriate power tools. Choosing a properly designed power tool 
will make you work more efficiently and safely.
18. .If the switch can not turn on or off the tool power supply, you can not use the power tool. Power tools that cannot be 
controlled with switches are dangerous and must be repaired.
19.Before any adjustment, replacement of accessories or storage of power tools, must be unplugged from the power 
supply and/or use the battery box to disengage the tools. This safeguard will reduce the risk of accidental tool activation.
20.The idle power tools are stored outside the reach of children, and do not let unfamiliar with power tools or do not 
understand these instructions to operate power tools. Power tools are most dangerous in the hands of untrained users.
21..Maintenance of power tools. Check whether the moving parts are adjusted in place or stuck, check the damage of 
parts and other conditions affecting the operation of power tools. In case of damage, power tools should be repaired 
before use. Many accidents are caused by poorly maintained power tools.
22.Keep cutting props sharp and clean. A well-maintained tool with a sharp cutting edge is less likely to stick and easier 
to control.
23.Send your power tools to professional maintenance personnel, using the same spare parts for maintenance. This will 
ensure the safety of the power tools being serviced.

PRODUCT PARAMETER

Factory Standard Configuration: One Ring Saw Blade + Linkage Water Pump

Product model
Rated power
RPM
Blade dia.
Max.cutting depth
Voltage
N.W.

AC8400

5000W

220v

11kg

400mm
29cm

2200r/min

DC8400

4000W

DC80v

11kg

400mm
29cm

1200-2200r/min

AC8500

5000W

220v

11.5kg

500mm
39cm

1800r/min

AC8600

5000W

220v

 (Exclude battery 12kg)

600mm

1500

49cm

r/min

PRODUCT DIAGRAM
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